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AESTHETICS 
Slim header design blends seamlessly with door frame 
Perfect for retrofit applications 

CONVENIENCE 
Quick Installation  
Easy mobile app set-up 
No electrician required, 120V outlet compatible 

INNOVATIVE FEATURES
Partial Open/Parking
Hold Open 
Privacy Function/Time-Delay Cancellation 
Ratchet (activate once to open, activate again to close)
Push and Go
Power Assist 
Set-Up and Control with Mobile App

SAFETY 
Stop on Stall
Reverse on Obstruction 

Entrematic USA Inc.
1900 Airport Rd., Monroe, NC 28110
Tel: 704-290-0980 
Fax: 704-919-5014 
Toll Free: 866-901-4284 
www.ditecentrematic.us 

HA7 Standard Features

Finish Satin Aluminum or 
Dark Bronze 

Header Size
Height: 1.875” 
Depth: 3”  
Length: 39.5”

Arm Push or Pull
On/Off/Hold Open Switch Yes
Power Adapter Yes
Swing Door Mobile App Required for set-up process

HA7 Technical Features
Power Supply 120 VAC +10/-15%, 50/60 Hz
Power Consumption Max 90 W
Auxiliary Voltage 24 V DC, max 400 mA
Electromechanical locking 
connection

12 V DC, max 1200 mA or 
24 V DC, max 600 MA

Ambient Temperature -20° C to +45° C
Relative Humidity Max 95%
Door Weight (max) 200 lbs
Door Width (max) 48”
ANSI/BHMA A156.19 
Compliant Yes

UL/CUL Listing for UL 325/
UL10C Yes

Surface Mounting Yes
Door Opening Angle (PUSH) 80°-110°, with reveal 0-5 1/8”  
Door Opening Angle (PULL) 80°-110°, with reveal 0-2”

Opening Time Variable between 4.5-12 
seconds

Closing Time Variable between 4.5-12 
seconds
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Technical data subject to change without notice.

Extension Cable 
(included)

120VAC Power 
Adaptor (included)

Power Adaptor Holder 
(included)

STANDARD POWER ACCESSORIES

1.875”

OPTIONAL ACTIVATION DEVICES

Wireless Remote Kit 
Part # W6-207

Wave to Open Switch 
Part # W5-670

The Ditec HA7 is a Complete 
Barrier-Free Solution
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